
 

  

 

Description:  CST1641T-RED is a 36-43 durometer VMQ HCR grade designed to be used 
in military jet starter hose jacketing applications.   
 
 

Key Features: 
 

 Ease of processing. 
 Temperature range -55’C to +316’C  
 Good wear resistance 

 
 

Property:                               Typical Value: 

 
 Classification 
 Specific Gravity 
 Color 
 Polymer Type 

 
CST- Custom 
1.14 
Orange Red 
VMQ 

How to Use: 
 
CST1641T-RED is a fully formulated compound and is 
ready for use.   The fabricator should verify all cure 
and processing conditions before use.   

Food-Grade Products: 
 
Some or all the components of CST1641T-RED are not 
listed in 21 CFR 177.2600.  This FDA regulation deals 
with rubber articles intended for repeated use in direct 
contact with food.  CRI-SIL Silicone Technologies does 
not recommend this modifier for such applications 

Storage and Shelf Life: 
 
When stored at or below 32C (90F), this material has 
a shelf-life of 3 months from the date of manufacture. 
 

Packaging: 
 
CST1641T-RED is typically supplied in a 50 lb. box and 
50 lbs. net weight.   

Limitations: 
 
This product is neither tested nor represented as suitable for medical or pharmaceutical uses.  
 

 Typical Value   Typical Value 

Basic Physicals 
 
Durometer (Shore A), pts 
 
Tensile, psi 
 
Elongation, % 
 
Tear B, ppi 
 
 
 
 

 
 
42 
 
1044 
 
647 
 
89 
 
 
 

 Extended Testing  
 
Heat Age  
88hrs @ 500’F 
Hardness, pts 
Tensile, psi 
Elongation, % 
 
 
Heat Age  
88hrs @ 600’F 
Hardness, pts 
Tensile, psi 
Elongation, % 
 

 
 
 
 
44 
762 
462 
 
 
 
 
53 
354 
180 

 
*Properties obtained on a 2 mm thick (0.08 inches) slab: press cured in a cold mold for 10 minutes @ 121’C (250’F). 

 

BENEFITS  

 Easy storage 

 Fast and easy cleanup 

 

APPLICATIONS 

 Jet Starter Hose  

 

CRI -SI L  SERVI CES  

 Custom Silicone 

Compounding 

 Processing Assistance 

 Fast Quoting 

 Free Samples 
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DI SPOSAL  

CRI-SIL silicone 

materials should be 

disposed of in 

accordance with local 

and federal regulations. 

 

WRITING 

SPECIFICATIONS 

The values listed here 

are considered “Typical 

Values” and therefore 

not intended for use in 

preparing specifications.  

Please contact CRI-SIL 

Silicone Technologies 

prior to writing 

specifications on these 

products. 

 

MORE 

INFORMATION 

For more information on 

any of our products or 

services please visit us 

on the Web at:  

www.cri-sil.com 

 

The information contained herein is offered in good faith and is believed to be accurate.  However, because end-
use manufacturing conditions vary, this information should not be used in substitution of actual product testing to 
ensure full satisfaction for the intended end use.  
 
All information is given in good faith, without warranty, representation, inducement, or a license of any kind. CRI-
SIL does not assume any legal responsibility for use of or reliance upon same. No warranty or representation is 
given that CRI-SIL products described will be suitable in buyers and/or users formulations or processes for any 
end use. No representation is given as to freedom from patent infringement and suggestions of use shall not be 
taken as inducements to infringe any patent.  Materials not manufactured or supplied by CRI-SIL may present 
hazards in handling and use. Contact supplier or the manufacturer for all information specific to this these matters 

 

Limited Warranty Information 
Please Read Careful ly  

359 Hill St., Biddeford, ME 04005 USA 
Phone 800.290.9192, Phone: 207.283.6422, Fax 207.283.6551 


